
DUAL FUEL GENERATORS 
K10000TET-DF
Gasoline + LPG | AVR Voltage Regulation | Electric Start | 230V / 400V Output 
 
High-capacity Dual Fuel generator engineered to provide reliable power for professional, agricultural, 
industrial and backup applications. Its gasoline and LPG operation offers greater flexibility, lower 
running costs and extended operating autonomy. Designed for both single-phase and three-phase 
applications, it easily powers tools, equipment and demanding machinery.

 Control and Protection
•	Easy-access control panel
•	Integrated digital voltmeter
•	Automatic AVR voltage regulation
•	Overload protection
•	Low oil shutdown system
•	Manual and electric start
•	Protected single and three-phase outlets
•	Stable power delivery
•	User-friendly daily operation

 Design & Mobility
•	Reinforced tubular steel frame
•	Large transport wheels
•	Integrated folding transport handle
•	Open-frame design for easy access
•	Engine and alternator protection 

structure
•	Suitable for construction, agriculture and 

maintenance work
•	Optimized 94kg



720 mm 546 mm

603 m
m

 Professional Performance
•	LS460 4-stroke gasoline engine
•	Dual Fuel gasoline / LPG operation
•	459cc displacement
•	9.3kVA gasoline 8.5kVA LPG 400V rated output
•	10kVA gasoline 9kVA LPG 400V maximum output
•	Excellent load handling capability
•	25L fuel tank
•	Up to 12.5 hours runtime at 50% load

 Maintenance and Accessibility
•	Direct access to service components
•	Fast routine maintenance
•	Automatic low oil protection
•	Service-friendly design
•	Reduced maintenance downtime

 Technology & Efficiency
•	Compatible with gasoline and LPG
•	Lower operating costs using LPG
•	Extended runtime capability
•	AVR voltage regulation for stable power
•	Optimized fuel efficiency
•	Flexible energy solution for multiple 

applications



K10000TET-DF

94
kg

DUAL FUEL PETROL GENERATOR

MODEL K10000TET-DF

RATED POWER  6,7kW  6,1kW (230V)

 9,3kVA  8,5kVA (400V)

MAX POWER  7,2kW   6,5kW (230V)

 10kVA   9kVA (400V)

VOLTAGE 230 V / 400 V

FREQUENCY 50 Hz

RATED CURRENT  29,1 A  26,5 A (230V)

 13,4 A  12,3 A (400V)

MAX CURRENT  31,3 A   28,3 A (230V)

 14,4 A   13 A (400V)

AC OUTPUTS
1x32 A (230V) + 1xPCE5p 
16A (400V)

DC OUTPUTS 1x12 V 8,3 A

DIGITAL DISPLAY 3 in 1

TANK CAPACITY 25 L

50% LOAD AUTONOMY 12,5 h

SOUND PRESSURE AT 7m 71 dB

SOUND POWER 96 dB LWA

STARTING SYSTEM Manual / E-start

BATTERY 12 V 17 Ah

ENGINE LS460
ENGINE POWER 17 hp

DISPLACEMENT 459 cc

OIL CAPACITY 1,1 L

OIL ALARM Yes

ALTERNATOR
TYPE ALT-7T

POWER 7 kW

POWER FACTOR 0,8 / 1

VOLTAGE REGULATION AVR

LOGISTICS
NET WEIGHT 94 kg

GROSS WEIGHT 97 kg

PRODUCT DIMENSIONS 720x546x603 mm

PACKAGE DIMENSIONS 890x565x620 mm

EAN 8435528162268


