
SERIES A6155 | POLYVALVE 
FOR RECREATIONAL VEHICLE (VAPOR LPG APPLICATION)

KEY FEATURES

-- New optimized lighter brass body
-- Integrated quick filling 80%fill stop device with 
double back check

-- 2 separate floats: one for 80%fill stop device and the 
other one for the level gauge.

-- Level gauge with a new direct reading level indicator 
(top and side view)

-- Integrated safety relief valve with very high flow (18,5 
Sm3/min). This flow allows the installation of the 
Polyvalve A6155 on cylinder up to +/-100 Liter of LPG.

-- Equipped with a manual shut-off valve, an excess 
flow device in case of rupture of the supply lineand a 
special internal filter to avoid liquid withdrawal from 
the Polyvalve (Polyvalve mounting at 90°)

SPECIFICATIONS

Type of gas LPG (propane, butane or 
mixture of these 2 gases)

Working pressure 30 bar

Maximum  
working pressure

Acc. R67: 67,5 bar

Working 
temperature

-20°C to + 65 °C

Connection to  
the tank

Standard Polyvalve head with 
6 screws

Inlet connection for 
filler valve

3/8”-18 NPT

Outlet connection 
for service valve

M10x1

Accessories Solenoid service valve : 12VDC 
Resistive sending unit : 5-95 
ohm for remote reading inside 
vehicle

Filling adapter Elbow 1/2” SAE
Elbow for tube Ø 8mm
Elbow for tube Ø 10 mm

Outlet adapter Elbow 21,7 Si
Elbow W21,8 (with or 
without seal)
Straight 21,7 Si
Straight W21,8 (with or 
without seal)

Materials Body: brass CW617N
Seal: rubber Nitrile 
All components made form 
corrosion resistant material

Approvals :
67R01-00013 

class 3
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